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pbe an extremely suitable speaker line for professional sound systems. The speaker firm is made
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MIX M - 218 subwoofer delivers extreme sound quality for incredibly realistic, full sound and
d with steel net that protects the speaker film and helps the sound to easily

-waterproof material, with the actual power level of 2400W, helps to bring
escape and prevent the speaker from sound blocking.

inet is made of high quality birch wood, which is durable and sturdy, the

outside is covered with a flexible plastic paint to protect against water and scratches effectively.

The product is designed and evenly distributed with ventilation ports for extremely good bass
resonance and help reduce noise in the speaker, helping to deliver the warmest, truest sound.

Designed with 02 speanker bass - FaitalPro Neodymium 18HP 1060 - Italy, 18inc
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MI X

MIXPRO AUDIO

SPECIFICATIONS

TYPE Compact, direct radiating subwoofer
FREQUENCY RESPONSE 35Hz-150Hz + 6dB, -10dB @ 38Hz
18" (460mm)/4" (100mm) voice coil,
DRIVER long excursion, ferrite magnet
RATED POWER 2400W AES, 4800W peak
SENSITIVITY 103dB
MAXIMUM SPL 133dB continuous, 139dB peak (half space)
NOMINAL IMPEDANCE 40
ENCLOSURE Multi-angle birch/poplar ply
FINISH Black textured paint
PROTECTIVE GRILLE Black perforated steel with scrim cloth backing
CONNECTORS 2 x NL4 type
PIN CONNECTIONS (INPUT) 1+/1-
PIN CONNECTIONS (LINK) 1+/- to 1+/-
DIMENSIONS (W) 1140mm x (H)555mm x (D) 800mm
WEIGHT
ACCESSORIES Wall bracket, eyebolts




